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Make it  
Yours

Strobe Light

Blue LED Pedestrian 
Awareness Light

Clamp Release Switch

Fire Extinguisher

Extended Overhead Guard
Extension provides protection to 
mounted components, including 
onboard computer and headlight 
(shown).

Sideshifting Fork Positioner
Hydraulic fork adjustment prevents 
operator strain by eliminating the need 
to manually move forks for different 
pallet types for increased productivity.

Auto-Tilt Leveling System
Press the button on the hydraulic 
control lever to tilt the forks forward to a 
horizontal position. Used for easier load 
placement and retrieval operations.

Reverse Assist Grip with Horn
Provides operator control while driving 
in reverse. Keeps operator’s hand 
securely inside the compartment  
during operation.

High Visibility Seatbelt
Bright orange seatbelt provides instant 
visual confirmation that operators are 
using this safety equipment.

Hydraulic Quick Disconnect
Simplifies change-out when multiple 
attachments are used to get your forklift 
back in operation quicker.

Freezer Package
Provides protection in cold storage or 
freezer environments in temperatures as 
low as -31ºF (-35ºC). Package includes 
special hydraulic oil and steel tubing, 
rubber floor mat and tilt cylinder boots.

Steering Wheel Spinner Knob
Provides easier operator control  
and handling.

Accumulator
Ideal when handling fragile loads. 
Feature absorbs shocks transmitted 
while driving over uneven or cracked 
floors to make load handling and travel 
smoother.

Choose from a variety of options to customize your 
ride. If you don’t see what you need, contact your 
authorized UniCarriers dealer for help.
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VEHICLE MANAGEMENT

AC TECH motor controller system  

Interactive LCD meter panel with adjustable performance settings

Operator security PIN access

3 pre-set performance modes (Economy, Power, High Power)

1 Manual (custom) performance mode 

On-board diagnostics, self test and coded service history 

Low battery lift interrupt system

Controlled rollback

CUSHION PNEUMATIC

BRAKE

Foot-applied parking brake with warning buzzer

5-mode regenerative braking

MAST

Seat actuated auto-mast lock system  

OptiView® three-stage mast

High-visibility carriage (up to 5,000 lbs capacity)

BATTERY/ELECTRICAL

36 Volt system

48 Volt system

Battery compartment rollers

Option Availability

HYDRAULIC SYSTEM

Single lift/tilt control lever  

Separate lift & tilt control levers

Auto-fork leveling

Accumulator

Extra tilt

Quick disconnect

OPERATOR CONVENIENCES

Full suspension seat with weight and lumbar adjustment 

Overhead guard-mounted headlights

Rearview mirrors

Rear combination light package (turn, stop, back-up)

Rear work and strobe lights

Secure assist grip with horn button

Steering wheel with spinner knob

Magnetic convenience box

Standard Optional

Some options may require additional lead time. Consult your local authorized UniCarriers Dealer for details.
BX pneumatic tire models conform to UL583 Type E. 
BX cushion tire models comply to UL583 Type ES, with optional Type EE compliance.  Consult Factory for details.

Specifications
CUSHION TIRE 3000 – 8000 LB. MODELS

Load Capacity - lb 3000 3500 4000 5000 5000 6000 8000

Voltage 36 / 48 36 / 48 36 / 48 36 / 48 36 / 48 36 / 48 36 / 48

Max Travel Speed - loaded 36/48 Volt - mph 9.0 / 9.0 9.0 / 9.0 10.3 / 10.3 9.3 / 9.3 9.3 / 9.3 8.1 / 8.7 7.1 / 7.8

Max Travel Speed - empty 36/48 Volt - mph 10.6 / 10.6 10.6 / 10.3 10.6 / 10.6 10.6 / 10.6 10.6 / 10.6 9.3 / 9.3 9.0 / 9.0

Max Lift Speed - loaded 36/48 Volt - fpm 66.0 / 85.7 59.1 / 76.8 69.0 / 75.8 63.0 / 67.9 63.0 / 67.9 50.2 / 55.1 43.3 / 46.3

Max Lift Speed - empty 36/48 Volt - fpm 105.3 / 126.0 105.3 / 126.0 108.3 / 119.1 108.3 / 119.1 108.3 / 119.1 92.5 / 101.4 77.8 / 84.7

Min Outside Turning Radius - in 70.9 70.9 72.6 73.8 78.9 81.1 88.4

Overhead Guard Height - in 86.2 86.2 87.4 87.4 87.4 87.4 87.4

SHORT MODEL CODES BXC30N BXC35N BXC40N BXC50N BXC50LN1 BXC60N BXC80N

PROTECTION/SECURITY

Operator Presence System with return-to-neutral & seat-actuated auto-mast lock

Back-up warning alarm

Self-adjusting back up alarm

Orange seat belt

Fire extinguisher

PNEUMATIC TIRE (STANDARD WHEELBASE) 3000 – 5000 LB. MODELS

Load Capacity - lb 3000 3500 4000 5000

Voltage 48 48 48 48

Max Travel Speed - loaded/empty - mph 9.9 / 10.9 9.9 / 10.9 9.3 / 10.6 9.3 / 10.6 

Max Lift Speed - loaded/empty - fpm 85.7 / 126.0 76.8 / 126.0 75.8 / 119.1 67.9 / 119.1

Min Outside Turning Radius - in 68.9 70.1 77.2 78.7

Overhead Guard Height - in 83.5 83.5 83.5 83.5

SHORT MODEL CODES BXP30N BXP35N BXP40N BXP50N

PNEUMATIC TIRE (LONG WHEELBASE) 3000 – 5000 LB. MODELS

Load Capacity - lb 3000 3500 4000 5000

Voltage 48 48 48 48

Max Travel Speed - loaded/empty - mph 9.9 / 11.2 9.9 / 10.9 9.3 / 10.6 9.3 / 10.6

Max Lift Speed - loaded/empty - fpm 85.7 / 126.0 76.8 / 126.0 75.8 / 119.1 67.9 / 119.1

Min Outside Turning Radius - in 77.6 77.6 84.3 84.3

Overhead Guard Height - in 83.5 83.5 89.6 89.6

SHORT MODEL CODES BXP30LN BXP35LN BXP40LN BXP50LN

1 Long Wheelbase Model
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We Never Quit.

UniCarriers’ roots extend back over 100 years, and over that time, strong, reliable performance 
has always been the hallmark of our organization, our people and our equipment. 

Today, our unrivaled reliability continues to provide UniCarriers’ customers with a competitive 
edge. And together, we move the merchandise that moves world commerce with greater  
efficiency, economy and reliability. 

When it comes to providing forklifts that make a difference for our customers and theirs…

®

Reliability.
It’s the defining trait of our company and our forklifts.

UniCarriersAmericas.com

R

UniCarriers® is a registered trademark of UniCarriers Corporation. OptiView® 

is a registered trademark of UniCarriers Americas. UniCarriers Americas 
Corporation reserves the right to make product changes relating to colors, 
equipment, specifications or available options without notice. For more  
information, contact your UniCarriers representative.

www.totalwarehouse.com
833-868-2500


